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Set Mode :

The VR-300 “3¢1" mode is an easy-to-use Menu system, which allows customization of
riany . W R-300 configuration parameters,

Use the following “generic” procedure 1o engage the *“Set”” (Menu) mode:

(0} Ser the radio 1o the VFO mode by pressing the [CLR(P.SET)] kew.

@ Press the [ENT{SET/NAME}] key while pressing the [FUNC] key ro activate the
“Zet” (Menu) mode. The Menu Mem number and a brief title for the Menuw [tem will
appear on the display.

(@ Rotate the DIAL knob to select the Menn [rem vou wish 10 work on,

@ Rotate the DIAL knob while pressing the [FUNC] &gy to change the value or condition
foe the selected Menu lem,

(B Press the [CLR{P.SET)] kev to zave the new setting and @xit 1o normal operation.

Set tem 1 [Receive Mode!
Function: Select the Receiving mode
o Availnble Values: ALUTOS MANUAL -
AUTO: The VRE-500 automatically selects the eptimum mode ac-
cording o the frequency band where the frequency i3 set.
MANUAL: Youselect the receiving mode manually by repeatediy press-
ing the [3{MODE)] key while pressing the [FUNGC] key.

Default: ALT

Set ltem 2 [Lock Mode]

Funection: Enableddisable the DAL Lock doring keypad lock feature active
Available Values: Few Only the keypad's kevs will be locked our,

Dial’Eev:  The keypad's kevs and the DAL will be locked ous.
I ETH R Fey=Dial
Set ltem 3 [Key Lamp]

Function: Enable/disable the kevpad's illumination when the LCD's Lamp is ac-
tive.

Available Values: ALL: Both the kevpad and the LCD will be illwminared,
Displav:  Justthe LOC will he illuminated.

N ETER ALL

Set ltem 4 [Lamp Mode]

Functian: Aelect the LCT Lamp Maode

Available Values: AUTOITOGGLE
AUTO:  Pressing the [3[LAMP)] key while pressing the [FUNC]
kew ifluminates the LCOYKeypad for 3 seconds:
FOGGLE: Pressing the [3{LAMP)] key while pressing the [FUNC]
key togales LODVKevpad lamp OrdOfT,
Diefault: AT

Jh FR-508 Operariveg Manvac




4.4 —— Il B
Set Mode

L b o A 0 e i b | b T 3 e b e s i B et
Sat ltem 5 [Sava]

Function: Select the Bartery Save Interval (“sleep™ ratin)

Available Values: OFF/L40122c) 12120350l 1200 5s0c ) 1 288 Taac ) 361 9ses)
Defanlt: L Isec)

MNote thar the FR=200 receiving time is 250 me wher the Baltery Save on,

Set ltem B [OFF Timer]

Function: Set the “Sleep Timer” Time
Avallable Values: OFF/S30/60/90 sec

Drefauli: OFF

Set ltem 7 [OMN Timer]

Fumetiomn: Zet the O Timer time
Available Yalues: OFF - 24:00

Default: OFF

The ON timer turns on the radio at the programmed time (30 min‘step ),
VOt thal thiz i5 ol the tiove of day when the radio will ture on? it (g he nuinber af kotrs
arm arinuites watil the radic turas g,

Set ltem & [Scan Resume]

Function: Set the Delay time for scan
Available Values: [sec ~ 125
Default: 5 sec

This Set lrem defines the length of time the scanner will hold on 2 frequency.
Sef ltem 8 [Contrast]

Fumection: Setting of the Display Contrast Level
Available Values: 1714 -~ L4714

Drefault: T4

Set ltem 10 [key Beep]

Fumeticmg Enable/disable the Keypad Beeper
Available Values: OWNCFF

Defanli: O

et ltem 11 [LANGUAGE]

Function: [rizplay the language for Set mods

Available Values: EWNGLIZH (stationary valug)
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Set tem 12 [Search Mode]
Funetion: Select the VFO Scan Type
Available Values: VFOVLIMIT
VFO:  The VFO acanner activates the fréquencies between the 0.1
MHE and 1500 MHz.
LIMIT: The VFO scanner activates the frequencies between the pre-
programmed frequencies,

Default: WED
Set em 13 [SRCH Memory]
Function: Appear the frequency pair in the “Search Band Memory”
(& Recall Set Item 13, then rotate the DIAL while prassing the [FUNC]
ke,

2 Appear the frequency pair in the “Search Band Mamore.™
& Press the [CLR{P.SET)] 10 return to the Set tem selection,

Set ltem 14 [Monitar] o
Funetion: . Enable/dizable the AF Power Amplifier when the squelch off,
Available Values: OFFDN

Default: CFF

Note that you can reduce the squelch an'off fpap) noise when this feahire on.
Set tem 15 [Find Mamea]

Funetion: Leoking up aword in o memory tag
Get ltem 16 [Mode Scan]

Function: Select the Openating Mode for scanning
Available Values: OFFNEMOWFMAAMUSB/LSBCW
Drefanli: IFF

Zet ltem 17 [Bank Scan]

Funetion: Enable/dizaible the Memory Bank Scanning,
Available Values: QFFAN

Dvelaule: OFF

Sat ltem 18 [Bank Link]

Function: et the Bank Link Feature

Set ltem 18 [RF Squelch]

Function: Adjuse the BF SOL threshold leval
Avilable Values; OFF1 -9

Defauli: FF
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Set Iltem 20 [Smart Search]
Function: Select the Smart Memaory Channel
Available Valwes: 11 CH21 CHSCHAT CH
Default: JLCH

Set ltam 21 [SERCH Made]

Fumetion; Select the Smar Search operating mods

Available Walues: SIMGLECONTINUE

SINGLE: The VR-300 sweeps once in each direction starting on
the current frequency. All channels where activity is
present aré loaded into the Smart Search memories.
Whether or not all memories arg filled, the search stops
after one sweep in sach dircction.

CONTINUE: The VR-300 makes a sweep in each direction as with
the "SINGLE" mode, but if all channels not filled after
the first sweep, the VRE-300 continues sweeping until

- they all filled.
Drefault: - SINGLE
Set ltem 22 [Flax Step]
Function: Enable/dizable the frequency step
Available Values: OMN/OFF
Drfaule: OFF
QFF: When change the receiving mode, the VEO frequency chanzes
remzining.

Exvawple: Now. the radieiz 140125 dHz {USAY change the receiv-
ing mode change 1o MF, from LSB. Raceoe the DAL kaob.
the frequsncy changes

EL0023 piHz < 140128 MHz < 1R2125 MEe 2 13125 M-z = v -

OM:  When change the receiving mode, the VFQ frequency frclem-
ent atcording 1o the receiving mods.

Lrxpmale; Mow, the radio §s | 20023 MHz (USB). change the peociv-
imz enode chasge toNEM from LR, Bmate the DIAL knob,
ihe frequency changes

10123 MHz =2 11000 MHz < 142000 hiHz ¢ 14,3000 Mz = » -
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Set ltarn 23 [Opening Bell]
Funclion: Zelect the Opening beep sound when the VR-500's power is on
Available Values: OFF/12/5
OFF: Mo beep
1: Sounds “ P
2 Sounds “Po-P17
3 Sounds “PrP
Drefauli: FF

Set Item 24 [Opening Msa]
Function: Select the Opening Message when the VR-300's power iz on
Available Vialues: OFF/User/Default

OFF:

Lser:

Default: Appear the "YAESU VR-5007 on the dizplay when the VR-

. S00s power is on. .

Default: Dcfalﬂ_lt -
Set [tem 25 [Msq Edit]
Funetion: Fragram the Opening Message

Opening Message Programming:

(T} After selecting Set Item 23, rotate the DIAL knob one click clock-
wize while pressing the [FUNG] kev to enable programming of
ihe ppening message, You will notice the first entry's place blink.
Fotate the DIAL krob 1o select the character type between the
“ABC" and 1237
Press the keyboard to enter the desired letter or number,

Eramgle F220F vou seléiy the chacacter vpe o “ABC™ in the préviaus
ste. press the [2{MWMEC]] ke repeatediv i togale ameng
the %ix charucters:

A B =a=kl=de=k i

Frgmele 20 11 vow seleerthe characder pe 1o #1237 inbs previous step.
press the [20MWINC)] Eeyv 10 entar the digin 2",

Rorate the DIAL knob clockwise while pressing the [FUNC] key

o move the next chiracter,

& Repeat steps 240 @) to program the remaining letters or numbsrs

of the desired meseace, A (o3l of eight clmeacees may be tsed in

the creation of 2 mesgage.

When vou have comipleted the creation of the messare, press the

[ENTI[SET]}] key momentarily to save she message,

0]

&
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Set [tem 26 [Clear Bank]

Function: Clear {mask) ihe all Memory Chennels in the desiced Memary Bank
To do this:
(D After selecting Set e 26, rotate the DAL knob one click clock-

@
@

&

wise while pressing the [FUNC] key to ¢nable the Memory Bank
Clear.

Key inthe Memory Bank number (one digit) to be cleared (masked)
from the kevpad:

Appear “Clear ... message few seconds on the display. Now,
pemory Bank Clear is complete:

Fress the [ENT{SET)] key while pressing the [FUNC] kev o exit
to ihe normal operation.

Set ltem 27 [Copy Bank]

Funetion:

Copy and paste the all Memory Channels in the desired Memory Bank
To do this:

o

CRTIE

After selecting Set Ireme 27, eotate the DIAL knob ans click clock-
wise while prassing the [FUNC] key to enable memory clearing,
Key in the Sonrce Memory Bank number, then key the Destime-
fiow Memory Bank number {éach one digit) from the keypad,
tdemory Bank Copy is now complete,

Fress the [ENT({SET)] key while pressing the [FUNG] key o exit
to the normal operation.

Sat Item 28 [Swap Banks]

Function:

Swap the all Memory Channels in the dezired Memory Bank.
T b thiss

M

@

=

After selecting Set Mem 28, rotate the DIAL kaok one click clock-
wige while pressing the [FUNC] key to enable the Memory Bank
Swap.

koey in the two Memory Bank number {ezch one digit) to be
swapped from ehe keypad.,

Bemory Bank Svap i now complets.

Prezs the [ENT{SET)] key while pressing 1he [FUNC] key 10 exit
to the normal eperaticn.
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Set Mode )

Set ltem 28 [Vacant Memory]

Function:

Appear the number of the Vacant Memory Channel in the each Memory
Bank or all Mamories,
To do this:

(@ After sefecting Ser Irem 29, rotate the DIAL knob one click clock-
wise while pressing the [FUNG] key to appear the number of the
Wacant Mermory Channel in the each Memony Bank or all Memories:

(2 Press the [EMT{SET)] kev while pressing the [FUNG] kev to exit
b0 the normal operation.

Set [tem 30 [Copy Channel]

Function:

Copy and paste the desired memory channel

To dothis:

D After selecting St lterm 30, rotate the DIAL knob ane click clock-
wige while preszing the [FUNC] key to'#nable the Memory Chan-
nel Capy. o

& Key in the Sewree Memory Channel aumber (three digits) from
the kevpad, then kew in the Destination Memory Channel number
{three digits) from the kevpad,

(Z Press the [ENT{SET)] key while pressing the [FUNC] key to exit
1 the normial operation.

Sel Mem 31 [Swap Channels]

Function:

Swap the Memory Channel data betwesn the desired BMemaorias.

T oo wheis:

T Afierselacting et Item 28, rotate the DIAL knob one chck elock-
wise while pressing the [FUNG] key to enable the Memory Chan-
nel Swap.

Koy in the pag Memory Channed number {each three digit) o be
swapped from the kevpad,

Memory Channel Swap is now complete.

Press the [EMTUSET)] kev while pressing the [FUNC] key to exit
1o the normal operation:

S G

Set itam 32 [Metar Symbol]

Function:

Available Values:

(I ETHTE

Felect the 5 meter svmibal

Oy0O0 ) 2

42
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Specifications

Frequency Rangz:
Receiving Mode:
Antenna Impedance:
Channel Step:
Dperating Temp.:
Sensitivity:

Memory Channel:

Supply Yoltage:

Current Consumption:

AF Chatput:

Case Size:
Wairhts

01000 MHz — 12999995 Mz (Cellular Blocked)
MM WEM/AMSSB/ICW

50142, unbalanced, BNC receptacle

O AN L EE 2SR TR 2 5 520030 500100 kH 2
—E0 A0 250 70

0.1 - 5 MHz; AM 1.5 pV (10 dB SN)
SSBCW e pV (T0 JdB 5
5= 160 MHz; Al 1.0 W (10 dB 5
SSRCW S pV 0 dB S
NFM 0.5 W (12dB SINAD)
WM L5 pW (12 dB SIMADY
i60 - 370 MHz:  AM 1.0 & (H0 dB S0
SSBCW 0.5 pV (10 4B 5)
MFM 05 p (2B SINADY
WL L5 pV (12 dB SINAD)
370~ 520 MHz=  SSBICW 0.5 pV (10 dB S/N)
* . NFM 5 p (12dB S5INADY
WEM 1.8 pV (12 dB SINAD)
520 - 1300 MMz SSRICW 08 pV 10 dB S
MNFM 1.2 pV (12dB SINAD)
WEM 3.0 pV (12 dB SINAD)
Fegular Memory; 1000 CH

Skip Memory: 100 CH

Search Band Memory; 10 CH

Drual Beceive Channal Memary: 10 CH
Prigriry Memory Channel; 1 CH

22V DE -~ 55V DE lnner Bartery (Mominal: 3.0V DC)
90V DT - 160V DCEXT DO

115 mA (Receive)

33 mA (Standby, Saver off)

13 mA (Srandby, Saver on)

) mW {(@Battery)

125 mW (REXT DC)

I8 w05 w30 mm{W = H = D) wo knoeb
Approx. 224 & wibattery & antenna

Epecifications ore sudiedt To cRange wWihoss Hodice.
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CAUTION!

Changes ar madifications fo this -l‘ltul':ﬂ::lc!tﬂ:prr_ﬁr: Approved by Yacsu Misen

would vaid the users authorization to operme (his device,

T e e —

1. Changes ar modifications fo Ihis avice nogd expressly approved by
Yaesu Muzsen could void tha Users autharization o operate this davice.

2. This device complies with part 15 of the FCC Rules. Operation is
subject to the Toflowing o conditions; (1) this deyvice May not causa
harmful inferference, and (2} this device myss accepl any intereranos
inciuding interfarence that may cayse undesived speration.

3. Tha SCANNING receiver in this equipmant ix incapable of uning, ar
raadily being altered, by the Usar to cperate within the frequency bands
allested fo the Domestic public Colfutar Telecommunications Sanvice
inn Par] 22,

l——r-._-_—-—'-_—r-___—.l—

This device camplies with RS3-210 of Industry Canada, Dperation is
subject to fhe following two condifions; (1) this device may not chusa
intérfarsnca, and {2} 1his devica misi ACcept any interference, including
interfaranse that May cavse undesirable aperation of the davies,



