CepBucHbole pyHKUMM ana Yaesu VX-2R (EXP Bepcus)

Ona BxoJa B CepBUCHOE MEHH HaxmumTe <FW> + <MD> + <Internet> M yaepxmBasa MUX
BKJ/IKYMNTE NUTaAHUE PaaANOCTaAHUUM HaxXaB KHOMKY <POWER>.

3HaveHue rEF o6mee ana BCcex Anana3oHOB
3ANMMUUTE BCE 3HAYEHUSI MAPAMETPOB MNPEXAE YEM YTO-JIMBO MEHATH!

CMoTpuTe CepBUCHOE PYKOBOACTBO, pasaen "Alignment"
Ins BbIXOAQA HAaXMUTe <HM>

HaxaB <MD> BKJWYUTE NUTaHUe AnAa TecTa XKKW 3KpaHa M 3e/1eHOro ceBetoaumona
HaxaB <Internet> BKAWUYUTE nNUTaHUe Andad TecTa XKW 3KpaHa

HaxMute <FW> + <HM> + <Internet> BK/IWYUTE NUTAHMUE AJIA 3aKPbITUA TpaHCuBepa
TONbKO Ha NwbuTenbckme amana3oHbl (TX+RX), ANA pacKpbiTUS MOBTOpPUTE onepaLuio
(BCE yCTaHOBKM M fYelku namaTu cbpaceiBawTtca!l)

3HaueHuns nepembiuek (B T. Y. «BUPTYaJIbHbIX») :
(CPU Vversion byte 8=02; byte 9=02)

1 Country set;

2 Country set; ycTaHoBneH Ans Europe, OTCYTCTByeT ans USA

3 Country set;

4 TX band; ycTtaHoBneH ans MARS/CAP mod, BmMecTe C 5 anda HAM TX pexuma
5 TX band; ycTtaHoBneH ana Freeband mod, BmecTe c 4 ana HAM TX pexuma
6 Unknown

7 Unknown

8 Unknown

TX AnanasoHbl :

HAM 144-146; 430-440

MARS/CAP mod: 140 - 174 MHz; 420 - 470 MHz

Freeband mod: 120 - 222 MHz; 300 - ~550 MHz (He pekomeHAayeTCs)

onucaHue CepMﬁHOFO HoMepa Yaesu:

*5G45XXXX*

5 - nocnepHas umbpa roga Bbinycka (5 - 2005 wnm 1995)

G — Mecsau Bbinycka - wonb (A - January, B - February, C - March - u 1. a.)
4 - neppasa umppa naptum B 1000 wr.

5 - BTopasd uudpa naptum B 1000 wr.

X — nepBas uudpa CepumMHOro Homepa B MapTuu.

X - BTOpas uuppa CepuMMHOro Homepa B MNaAPTUM.

X - TpeTbsa uMppa CEepUMHOro HoMepa B NapTUW.

X - yeTBepTas uudpa CepumMHOro Homepa B MapTuu.
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Service functions and settings for Yaesu VX-2R
(EXP version 45th party)

To enter into the Service Menu press <FwW> + <MD> + <Internet> and by pressing
them turn the power on by <power> button.

value refF 1is common for all bands
Please write down all values before any change!

See Service Manual, section "Alignment"
To escape press <HM>

By pressing <MD> turn the power on to test LCD screen and Green LED on solid
By pressing <Internet> turn the power on to test LCD screen

By pressing <FW> + <HM> + <Internet> turn power on to toggle reset closing
to HAM ONSY bands operation (TX/RX) (ALL memories and settings will be
reset 11!

virtual jumpers are: (CPU Version byte 8=02; byte 9=02)

1 Country set;

2 Country set; checked for Europe, unchecked for USA

3 Country set;

4 TX band; check only for MARS/CAP mod, both with jumper 5 for HAM TX mode
5 TX band; check only for Freeband mod, both with jumper 4 for HAM TX mode
6 Unknown

7 Unknown

8 Unknown

TX range:

MARS/CAP mod: 140 - 174 MHz; 420 - 470 MHz
Freeband mod: 120 - 222 MHz; 300 - ~550 MHz (not recommended)

Description of serial number Yaesu:
*5G45XXXX*

- Tast di%it of year of manufacturing (5 - 2005 or 1995)

- month of manufacturing (A - January, B - February, C - March - etc.)
- first digit of number of a thousand party.

- second digit of number of a thousand party.

first digit of serial _number in a thousand party

- second digit of serial number in a thousand party

- third digit of serial number in a thousand party

- fourth digit of serial number in a thousand party
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