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Type EC24 Standard values
(0_027 ~ 1 OOO)MH TFC Part No. uH Q@ Test S.R.F. Qd.c. Id.c.

+% min. Freq. min. max. max.
MHz MHz mA

# Ferrite core
# High Q EC24-R027M-CC 0.027 40 50.0 500 0.02 520
EC24-R033M-CC 0.033 40 50.0 490 0.02 500

# High S.R.F. EC24-RO39M-CC 0.039 40 500 480 0.02 500
# Miniature case EC24-R047M-CC 0.047 40 50.0 480 003 500
# Epoxy coated EC24-R056M-CC 0.056 40 50.0 470 0.045 460
EC24-R068M-CC 0.068 40 500 470 005 460
; ifi i EC24-R082M-CC 0.082 40 500 470 005 460
Electrical spec:flcatlon EC24-R10K 01 40 252 470 008 700
Case style EC24 miniature axial EC24-R12K 072 40 252 450 008 700
Range (0.027 ~ 1000)uH EC24-R15K 0.15 40 252 430 009 700
Marking Stanaard four colour code EC24-R18K 018 40 252 4710 0710 700
Temperature range (-20 +100)°C, based on max. EC24-R22K 022 40 252 3580 012 700
ambient temp. rating at +80°C EC24-R27K 027 40 252 360 015 680
and max. temp. rise of +20°C EC24-R33K 033 40 252 350 0716 680
during operation EC24-R39K 039 40 252 320 0718 680
EC24-R47K 047 40 252 300 026 650
Voltage rating 250V r.m.s. max. EC24-R56K 056 40 252 280 038 500
Current rating Based on max. permissible EC24-R68K 068 40 252 250 042 500
temp. rise auring operation EC24-R82K 082 40 252 200 055 450
Lead tensile strength 7.0Kg min. EC24-1ROK 10 40 252 180 0712 700
Lead bending strength 0.3k min CoriiRok 1o 3 Sur 190 o050
Moisture resistance P,Zg —;/i j /7’[7/’/"’77’/‘:('//.1‘0 ;gg/" e EC24-1R8K 1.8 50 796 125 023 655
y ° o EC24-2R2K 22 50 796 85 025 630
+40°C, 24 hours EC24-2R7K 27 50 796 80 028 59
) EC24-3R3K 33 50 796 75 030 575
Marking EC24-3R9K 39 45 796 65 032 555
Four colour bands are used to indicate value and EC24-4R7K 47 45 796 45 035 530
tolerance using standard colour codes as follows: EC24-5R6K 5.6 45 796 36 040 500
EC24-6R8K 68 40 796 30 045 470
. EC24-8R2K 82 40 796 28 055 425
Colour Value Multiplier Tolerance EC24-100K 0 40 796 22 072 370
Black 0 7 EC24-120K 12 45 252 20 080 350
Brown 7 70 EC24-150K 15 50 252 16 088 335
Red 2 700 EC24-180K 8 50 252 75 7.00 3715
Orange 3 71000 EC24-220K 22 50 252 13 1.20 285
Yellow 4 EC24-270K 27 50 252 77 1.35 270
Green 5 EC24-330K 33 b0 2582 70 1.50 255
Blue 6 EC24-390K 39 50 252 95 1.70 240
Violet 7 EC24-470K 47 60 252 85 230 205
ﬁ/’,‘;{e g EC24-560K 56 60 252 75 260 195
Black +20% EC24-680K 68 60 252 65 320 185
Silver 0.07 L 70% EC24-820K 82 60 252 60 35 175
Gold 07 5% EC24-101K 100 60 252 55 380 165
EC24-121K 20 60 0796 564 380 17160
Dimensions(mm) and identification EC24-151K 150 60 0796 4.75 4.40 150
EC24-181K 180 60 0796 4.35 5600 740
30| (40| | 3.0 EC24-221K 220 60 0796 4.00 5670 130
EC24-271K 270 60 0796 370 6.50 120
M= EC24-331K 330 60 0.796 340 950 7100
EC24-391K 390 60 0796 280 7105 95
Body marking J Body dlam: 3.0mm max. EC24-471K 470 60 0.796 240 125 90
sedist digit Lead length: 23mm min. EC24-561K 560 60 0796 220 145 85
Muttiplier EC24-681K 680 60 0.796 200 180 75
EC24-821K 820 60 0796 1.60 237 65
EC24-102K 7000 60 0.796 1.15 300 60
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